TECHNICAL DATA

REFERENCE MATERIAL FOR SECTION 2.0 DETAILED INFORMATION

	Description & Model #
	HP
	Voltage @ 1PH
	Suggested Pond Size Ha **
	Suggested Pond Size

Sa **
	Operating Depths (m)
	Operating Depths (ft)
	Decibels 3 m from Compressor
	@ 35 kp
	@ 69 kp
	@ 172 kp

	AquaAir 1 *

F50-9410

F50-(P)9410
	(1)1/3
	220
	To .2

To .4
	To 1/2

To 1
	1.2 – 3.7

4.0 – 10.7
	4 – 12

13 – 35
	70
	.06 cmm

0.9A @ 220V
	.06 cmm

1.0A @ 220V
	.05 cmm

1.4A @ 220V

	AquaAir 2 *

F50-9420

F50-(P)9420
	(1)1/2
	220
	To .4

To .8
	To 1

To 2
	1.2 – 3.7

4.0 – 10.7
	4 – 12

13 – 35
	70
	.12 cmm

1.5A @ 220V
	.11 cmm

1.7A @ 220V
	.10 cmm

2.2A @ 220V

	AquaAir 3

F50-9430
	(1)3/4
	220
	To .8

To 1.2
	To 2

To 3
	1.2 – 3.7

4.0 – 4.9
	4 – 12

13 – 16
	68
	.22 cmm

4.0A @ 220V
	.21 cmm

4.6A @ 220V
	N/A

	AquaAir 3

(DW) F50-9432
	(1)1/3 & (1)1/2
	220
	To 1.2
	To 3
	5.2 – 10.7
	17 – 35
	70
	.20 cmm

2.4A @ 220V
	.20 cmm

2.7A @ 220V
	.18 cmm

3.6A @ 220V

	AquaAir 4

F50-9440
	(1)3/4
	220
	To 1.2

To 1.6
	To 3

To 4
	1.2 – 3.7

4.0 – 4.9
	4 – 12

13 – 16
	68
	.22 cmm

4.0A @ 220V
	.21 cmm

4.6A @ 220V
	N/A

	AquaAir 4

(DW) F50-9442
	(2)1/2
	220
	To 1.6
	To 4
	5.2 – 10.7
	17 – 35
	70
	.27 cmm

3.0A @ 220V
	.27 cmm

3.4A @ 220V
	.24 cmm

4.3A @ 220V

	AquaAir 5

F50-9450
	(1)1
	220
	To 1.6

To 2
	To 4

To 5
	1.2 – 3.7

4.0 – 4.9
	4 – 12

13 – 16
	68
	.29 cmm

5.2A @ 220V
	.25 cmm

5.7A @ 220V
	N/A

	AquaAir 6

F50-9460
	(1)1
	220
	To 2

To 2.4
	To 5

To 6
	1.2 – 3.7

4.0 – 4.9
	4 – 12

13 – 16
	68
	.29 cmm

5.2A @ 220V
	.25 cmm

5.7A @ 220V
	N/A


TABLE 3: AquaAir Performance Specifications 50 Hz
*  AquaAir 1 and 2 are used for both shallow and deep water applications.

** A pond’s surface area is determined by multiplying its length by its width.  
   A pond’s actual shape and depth should be considered when selecting a system.

(P) Optional Post Mount Available 
(DW) Deep Water
(cmm) cubic meters/minute

(kp) kilo pascal

(Ha) hectare
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