	Description & Model #
	HP
	Voltage @ 1PH
	Suggested Pond Size S.A. **
	Operating Depths
	Decibels 10’ from Compressor
	CFM

@ 5 psi
	CFM

@ 10 psi
	CFM

@ 25 psi
	Shipping Weight

Lbs.

	AquaAir 1 *

(P) 9410

(P) 9412
	(1)1/3
	120

240
	To 1/2

To 1
	4’ – 12’

13’ – 35’
	70
	2.4 CFM

3.0A @ 120V

1.1A @ 240V
	2.4 CFM

3.3A @ 120V

1.2A @ 240V
	2.1 CFM

4.0A @ 120V

1.5A @ 240V
	70

95 w/slatted

surround
	1/2” Tubing: 51 lbs per 100’
	5/8” Tubing: 58 lbs per 100’

	AquaAir 2 *

(P) 9420

(P) 9422
	(1)1/2
	120

240
	To 1

To 2
	4’ – 12’

13’ – 35’
	70
	4.8 CFM

3.5A @ 120V

1.7A @ 240V
	4.8 CFM

3.9A @ 120V

1.9A @ 240V
	4.2 CFM

5.0A @ 120V

2.5A @ 240V
	80

105 w/slatted

surround
	
	

	AquaAir 3

9430

9432
	(1)3/4
	120

240
	To 2

To 3
	4’ – 12’

13’ – 16’
	68
	9.4 CFM

7.4A @ 120V

3.7A @ 240V
	8.8 CFM

8.8A @ 120V

4.4A @ 240V
	N/A
	195
245 w/slatted

surround
	
	

	AquaAir 3

(DW) 9413

(DW) 9423
	(1)1/3 & (1)1/2
	120

240
	To 3
	17’ – 35’
	70
	7.2 CFM

6.3A @ 120V

2.8A @ 240V
	7.2 CFM

7.1A @ 120V

3.1A @ 240V
	6.3 CFM

9.0A @ 120V

4.0A @ 240V
	111
130 w/slatted

surround
	
	

	AquaAir 4

9440

9442
	(1)3/4
	120

240
	To 3

To 4
	4’ – 12’

13’ – 16’
	68
	9.4 CFM

7.4A @ 120V

3.7A @ 240V
	8.8 CFM

8.8A @ 120V

4.4A @ 240V
	N/A
	210
260 w/slatted

surround
	
	

	AquaAir 4

(DW) 9414

(DW) 9424
	(2)1/2
	120

240
	To 4
	17’ – 35’
	70
	9.6 CFM

6.8A @ 120V

3.4A @ 240V
	9.6 CFM

7.7A @ 120V

3.8A @ 240V
	8.4 CFM

10.0A @ 120V

5.0A @ 240V
	116
137 w/slatted

surround
	
	

	AquaAir 5

9450

9452
	(1)1
	120

240
	To 4

To 5
	4’ – 12’
13’ – 16’
	68
	11.8 CFM

9.6A @ 120V

4.8A @ 240V
	10.2 CFM

11.3A @ 120V

5.7A @ 240V
	N/A
	225
275 w/slatted

surround
	
	

	AquaAir 6

9460

9462
	(1)1
	120

240
	To 5

To 6
	4’ – 12’    13’ – 16’
	68
	11.8 CFM

9.6A @ 120V

4.8A @ 240V
	10.2 CFM

11.3A @ 120V

5.7A @ 240V
	N/A
	240
290 w/slatted

surround
	
	


TECHNICAL DATA
REFERENCE MATERIAL FOR SECTION 2.0 DETAILED INFORMATION
TABLE 3: AquaAir™ Performance Specifications
* AquaAir™ 1 and 2 are used for both shallow and deep water applications.

** A pond’s surface acreage is determined by multiplying its length in feet by its width in feet then dividing that total by 43,560.  
  A pond’s actual shape and depth should be considered when selecting a system.

(P) Optional Post Mount Available 
(DW) Deep Water

(CFM) Cubic Feet Per Minute

(PSI) Pounds Per Square Inch
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